
















SETTING DAY AND TIME
1. Hold down the CLK (clock) button and press:

a. DAY button to set the day of the week.
b. HOUR and MIN buttons to set the current time of day.

SETTING TIMER

TIME CYCLE ON/OFF
NOTE: Yellow and Blue outlets alternate power, both outlets 
cannot be on at the same time-when Yellow outlets are on, the 
Blue outlets are off.  When the Yellow outlets turn off, the Blue 
outlets are switched on automatically.  7 programmable time 
cycles are available.

TIMER SETTINGS
1. Press PRG button once.  Yellow outlets on. (2.0)

a. Time cycle:

2  Press DAY button repeatedly and select desired day(s)

Time Cycle
ON

Yellow outlets ON

Day Setting
Yellow outlets ON

Time Setting
Yellow outlets ON

Timer Setting Instructions
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1. Hold down the CLK (clock) button and press:

a. DAY button to set the day of the week.
b. HOUR and MIN buttons to set the current time of day.

SETTING TIMER

TIME CYCLE ON/OFF
NOTE: Yellow and Blue outlets alternate power, both outlets 
cannot be on at the same time-when Yellow outlets are on, the 
Blue outlets are off.  When the Yellow outlets turn off, the Blue 
outlets are switched on automatically.  7 programmable time 
cycles are available.

TIMER SETTINGS
1. Press PRG button once.  Yellow outlets on. (2.0)

a. Time cycle:

2. Press DAY button repeatedly and select desired day(s)
that the Yellow outlets will turn on.  (2.1)

a. every day:

b. single days:

c. weekdays:

d. weekends:

3. Press HOUR and MIN buttons to set the time of day that 
the Yellow outlets will turn on. (2.2)

4. Press PRG button once.  Yellow outlets off. (2.3)
a. Time cycle:

5. Press DAY button repeatedly and select desired day(s)
that the Yellow outlets will turn off. (2.4)

6. Press HOUR and MIN buttons to set the time of day that
the Yellow outlets will turn off. (2.5)

7. To set time cycle 2-7, repeat timer settings 1-6.

8. When timer settings are complete, press CLK button to 
exit and return to clock display.

Time Cycle
ON

Yellow outlets ON

Day Setting
Yellow outlets ON

Time Setting
Yellow outlets ON

Yellow outlets OFF

Time Cycle
OFF

Day Setting
Yellow outlets OFF

Time Setting
Yellow outlets OFF
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REVIEW / EDIT TIMER SETTINGS
1. Press PRG button to check/display timer settings.
2. To change a time cycle setting, press PRG button to display the incorrect time and press DAY, HOUR and MIN to edit.
3. When settings are complete, press CLK button to exit and return to clock display.

SAMPLE TIMER SETTINGS FOR LAPTOP CARTS
(GENERAL SCHOOL USAGE)

Ti
m
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yc
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#

Note: When wiring cart, blue outlets should be used as default outlets.
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1. Press PRG button to check/display timer settings.
2. To change a time cycle setting, press PRG button to display the incorrect time and press DAY, HOUR and MIN to edit.
3. When settings are complete, press CLK button to exit and return to clock display.

DELETING TIMER SETTINGS
1. Press PRG button to check/display timer settings.
2. Locate the time cycle to be deleted.
3. Hold MODE button down and press PRG button to clear time cycle.

ACTIVATING TIME CYCLE (MODE BUTTON FUNCTIONS)
1. Press the MODE button to display:

a.  OFF: Yellow outlets off / Blue outlets on
b.  ON: Yellow outlets on / Blue outlets off
c.  AUTO: Programmed Time Cycle(s) timer settings activated
d.  RDM: Activate ±15 min before / after time cycle 1 and 2

INITIAL TIMER OPERATION
Example #1: If time is 3:00 pm and the timer is set to turn on at 4:00 pm, the yellow outlets will activate when the time reaches 4:00 pm.

Example #2: If time is 3:00pm and the timer is set to turn on at 2:00 pm, the timer will need to cycle until it reaches 2:00 pm for the yellow 
outlets to be activated.

TROUBLESHOOTING
1.  Timer is set but does not activate yellow outlets.

a. Place time in auto mode, turn power switch off.
b. Timer has not reached programmed set time cycle to turn on (see INITIAL TIMER OPERATION.)
c. Make sure program settings do not overlap each other.

SAMPLE TIMER SETTINGS FOR LAPTOP CARTS
(GENERAL SCHOOL USAGE)
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Note: When wiring cart, blue outlets should be used as default outlets.
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1.  Before moving the unit, unplug all power cords and wrap around the cord brackets.
2.  Be sure the casters are in the unlocked position and the front door is closed.
3.  Move the cart using the handle.
4.  After moving, lock the casters.

Moving the Cart

1.  The optional cord reel provides 15' of cord and will handle a maximum of 15-amps.
2.  To latch, pull cord out to full-length.  Allow the cord to retract 1-2 feet back into the reel.  Pull the cord out slowly-when a 'click' is 

heard, the cord will lock in place.  Plug into wall outlet.
3.  To release the cord, unplug from wall outlet, and slowly pull cord out until clicking stops.  The lock will release and the cord can be 

guided slowly back into the reel.  DO NOT allow the cord to fly unrestricted back into the reel.

Optional Cord Reel Operation

DIGITAL TIMER SETTINGS FOR LAPTOP CARTS

Ti
m

e C
yc

le 
#
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Designed for indoor use only

Spectrum carts and lecterns are designed and constructed for indoor 
use only.  Moving or using outdoors or on excessively rough surfaces 
may cause damage to the cart or casters and may void the warranty.

If an outdoor application is desired, please contact us to discuss 
potential custom design solutions.

CAUTION

The mLT30 Mini Laptop Cart features two separate 16-outlet charging 
circuits on separate cords. Some laptop notebook computers may draw 
more than 1/2 amp when fully discharged. If that is the case, plugging the 
two power cords into separate 15-amp electrical outlets will prevent an 
electrical overload which may trip a circuit breaker. Please consult the 
owners manual of the particular laptop computer for further information.

Capacity

-Overall dimensions:
55315BW (w/ 5" balloon wheels) - 27"W (w/ handle) x 24"D x 39"H
55315TW (w/ 3" twin-wheel casters) - 27"W x 24"D x 36"H

-Mini Laptop capacity: 30 units
-15 storage slots - 4"W x 121/4"D x 10"H (each slot holds 2 mini laptops)
-Electrical: The cart has two 16-outlet (125V) power strips, each containing a 15-amp breaker, on/off switch and a 12' nominal 14 AWG,
3-wire power cord.  Outlets are accessible from the back of the unit via a removable panel held in place with 6 Phillips screws or 6 easily 
removable thumbscrews (both included.)  A separate wall circuit is recommended for each power strip.

-The 5" locking balloon wheels have a weight capacity of 325 lbs each (1300 lbs max total unit weight)
-The 3" locking twin-wheel casters have a weight capacity of 165 lbs each (660 lbs max total unit weight)
-Meets or exceeds all ANSI-BIFMA test standards
-Unit weight: 139 lbs
-Shipping weight: 167 lbs (approximate)
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2.  Be sure the casters are in the unlocked position and the front door is closed.
3.  Move the cart using the handle.
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2.  To latch, pull cord out to full-length.  Allow the cord to retract 1-2 feet back into the reel.  Pull the cord out slowly-when a 'click' is 

heard, the cord will lock in place.  Plug into wall outlet.
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guided slowly back into the reel.  DO NOT allow the cord to fly unrestricted back into the reel.
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Rear 2-pt Locking Door
191/4"W x 3/4"D x 30"H
(replaces rear panel)

shipping weight: 13 lbs
55317

Wire Management Trays
16"W x 6"D x 2"H

(set of 3 trays holds charging
transformers and cords)
shipping weight: 7 lbs

55316

UL-Listed Digital Timer
99030 - Timer only

UL-Listed Digital Timer + 
15' Retractable Cord Reel Kit
(factory-installation required)

55322

The cord reel must be used with the optional 
timer to be able to charge all 30 mini-laptops

Note: The cord reel will only work on units with 
5" locking balloon wheels (BW)

Riser Podium
18"W x 1713/16"D

95002

5" Locking Balloon Wheels
set of 4, 2 locking, 2 non-locking

(used in high-mobility applications.  For units 
originally purchased with 3" TW casters.)

98506

mLT30 Mini Laptop Cart Options
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Rear 2-pt Locking Door
191/4"W x 3/4"D x 30"H
(replaces rear panel)

shipping weight: 13 lbs
55317

Wire Management Trays
16"W x 6"D x 2"H

(set of 3 trays holds charging
transformers and cords)
shipping weight: 7 lbs

55316

UL-Listed Digital Timer
99030 - Timer only

UL-Listed Digital Timer + 
15' Retractable Cord Reel Kit
(factory-installation required)

55322

The cord reel must be used with the optional 
timer to be able to charge all 30 mini-laptops

Note: The cord reel will only work on units with 
5" locking balloon wheels (BW)

Replacement Key Set 
for 2-pt lock

55142

Custom-Cut Logo
(Typical logo location on 

rear panel or door)
55141

Riser Podium
18"W x 1713/16"D

95002

5" Locking Balloon Wheels
set of 4, 2 locking, 2 non-locking

(used in high-mobility applications.  For units 
originally purchased with 3" TW casters.)

98506

Velcro Strap Kit
3/4" x 12", and 3/4" x 5" 

Velcro Straps
95004

mLT30 Mini Laptop Cart Options

UL-Listed Digital 
Timer

15' Retractable Cord Reel 
(15-amp)

5" Balloon Wheels (BW)

Wire Management Trays
(3 trays included)

Note: The optional cord reel will only work on 
units with 5" locking balloon wheels (BW).
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